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DBA
Tanım Description

Özellikler Properties

Malzemeler Materials

Aksesuarlar Accessories

Debi ayarı klape kolu veya servo motor ile 
yapılmaktadır.
Klape kolu üzerinde damperin açık-kapalı ve 
ara değer konumunu gösteren işaretler 
bulunur. Dairesel kanallarda doğrudan montaj 
için flanş uygulaması yapılmaktadır.
EsnekEsnek kanallarda kullanılması için ürünün iki 
tarafına kordon çekilmektedir.

Gövde ve klape, TS 822 standardına uygun 
galvanizli sacdan imal edilmektedir. Klape 
kolu galvanizdir.

The body and the blade are manufactured 
from TS 822 norm galvanized steel sheets. 

DBA tipi hava damperlerinde bakım 
gerektirmeyen servo motorlar kullanılır. 

Maintenance-free servomotors are optionally 
installed on the damper bodies.

These dampers are used in circular ducts. The 
damper body contains the bracket for either 
the manual adjusting arm or a servomotor. 
The manual adjusting arm has blade position 
indicator scale. The ends of the damper can 
be straight or flanged.

DBA tipi hava damperi dairesel hava 
kanallarında hava debisini ayarlamak üzere 
tasarlanmışlardır.

The DBA type air dampers are designed for 
regulating air flow in round ducts.
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Ölçülendirme - Dimensions:

Montaj - Installation

*For dimensions other than that, the 
product's manufacturability should be asked.

*Bunun dışındaki ölçüler için ürünün 
üretilebilirliği sorulmalıdır.



3 www.kesklima.com

DBA
Teknik Veriler - Technical Data
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Sipariş Kodlaması - Order Code

Teknik Şartname Specification Text

Hava damperi dairesel hava kanallarında 
kullanılacak, TS 822 standardına uygun 
galvanizli sacdan imal edilecek, klape kolu 
veya isteğe bağlı olarak servo motor ile 
ayarlanabilecek, kordonlu veya isteğe bağlı 
olarak flanşlı imal edilecektir.

Circular duct type air damper. The body and 
blade will be manufactured from TS 822 norm 
galvanized steel sheets. Adjustments will be 
made by a control arm, fixed on the damper 
body and having a blade positioning scale; or, 
optionally, with a servomotor. The blades will 
have rubber gaskets on the edges. 
OOptionally, the damper body will have 
flanges on the body.


